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test harness. (1) scaffolding code written for the purpose of exercising lower-level code when the higher-level code
that will ultimately exercise it is not yet available (ISO/IEC/IEEE 24765:2017 Systems and software engineering-
Vocabulary) See also: test driver

test driver. (1) software module used to invoke a module under test and, often, provide test inputs, control and monitor
execution, and report test results (ISO/IEC/IEEE 24765:2017 Systems and software engineering-Vocabulary) See also:
test harness

Obtain ISO Standards: http://www.iso.org/iso/home/store/catalogue_ics.htm
Obtain IEEE Standards: http://www.techstreet.com/ieee
Obtain PMI Standards: http://marketplace.pmi.org/Pages/default.aspx?Category=PMBOKguide

This definition is copyrighted ©, 2021 by the |IEEE.
The reader is granted permission to copy the definition as long as the statement
" Copyright©, 2021, IEEE. Used by permission." remains with the definition.
All other rights are reserved.

Copyright © 2021 ISO/IEC.
In accordance with ISO/IEC JTC 1/SC 7 N2882 and N2930, this definition is made publicly available.
Permission is granted to copy the definition providing that its source is cited.

Material reprinted with permission from Project Management Institute, A Guide to the Project Management Body of Knowledge (PMBOK) Guide - Sixth
Edition, 2017. Copyright and all rights reserved.

PMI is a service and trademark of the Project Management Institute, Inc. which is registered in the United States and other nations.




